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38mm Fall max.
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Concrete Surface
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Decomposed Granite or Turf
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Synthetic Pavement Playing Surface
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Decomposed Granite or Turf
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Decomposed Granite or Turf
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DECO EDGE OPTION
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TURF EDGE OPTION
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Footing Depth Details Intermediate Posts  - 600mm - 600mm Corner Posts   - 750mm - 750mm End Posts   - 750mm- 750mm
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Refer to PN-6682 for cricket net notes and specifications
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CONCRETE SLAB - PLAN Scale A
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CONCRETE SLAB - SECTION A-A Scale B
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POST FOOTING Scale B
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Structural Design Note Changed
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Approved by Structural Engineer
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Compact existing sub-grade to 95% standard MDD.
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150mm CBR45 subbase compacted to 95% mod. MDD. Ensure min. 150mm surrounding slab.
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Turf over topsoil as specified. Make good turf disturbed from works to pitch.

AutoCAD SHX Text
Synthetic pavement playing surface applied as specified.
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125mm thick N25 concrete slab as specified.
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Decomposed granite material
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300mm   N25 ConcreteFooting. Refer to footing details for depth.
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Compacted sub-grade
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Compacted sub-grade to 95% mod. MDD.
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Decomposed granite material
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Top, Bottom and Roof Rails to be 32NB galvanised tube. Bottom Rail placed to leave max. 25mm gap above ground.
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Black PVC Coloured Chainwire Fence
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Galvanised pipe for Fence Post.
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Stump Slots 250 x 150mm

AutoCAD SHX Text
Chainwire Fence Post
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Chainwire Fence Rail
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Stump Slots 250 x 150mm
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Post and Rail Details Top, Bottom and Roof Rails - 32NB (42.4ODx3.2 CHS)  Intermediate Posts - 40NB (48.3ODx3.2 CHS)  - 40NB (48.3ODx3.2 CHS)  Corner Posts     - 50NB (60.3ODx3.6 CHS) End Posts  - 50NB (60.3ODx3.6 CHS)- 50NB (60.3ODx3.6 CHS)
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