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1.	Mass of grate = 85 kg. Mass of grate = 85 kg. 2.	Mass of frame = 39 kg. Mass of frame = 39 kg. 3.	All steel flats Grade 250 to AS 3678. All steel flats Grade 250 to AS 3678. 4.	All steel bars and angles Grade 250 to AS 3679. All steel bars and angles Grade 250 to AS 3679. 5.	Grate, Frame and Hinge to be hot dip galvanised after Grate, Frame and Hinge to be hot dip galvanised after fabrication to AS 1650. 6.	All bolt hexagonal heads to  AS 1111,  Nuts to AS 1112, All bolt hexagonal heads to  AS 1111,  Nuts to AS 1112, Washers to AS 1237 and Galv. to AS 1214. 7.	All welds to AS 1554. Welding symbols to AS 1101.3. All welds to AS 1554. Welding symbols to AS 1101.3. 8.	Refer Std Dwg DS-060 and DS-063 for kerb inlet details Refer Std Dwg DS-060 and DS-063 for kerb inlet details Refer Std Dwg DS-061 for precast lintel details. 9.	Grate and Frame to be Class D bicycle safe to AS 3996. Grate and Frame to be Class D bicycle safe to AS 3996. 10.	Alternative fabricated steel grate and frame may be used Alternative fabricated steel grate and frame may be used when approved by relevant Council  11.	All dimensions are in millimetres unless shown otherwiseAll dimensions are in millimetres unless shown otherwise
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2 sided pin closure of 3 plate, welded to frame prior to galvanising.
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3 sided pin closure of 3 plate welded to frame prior to galvanising
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