LEVEL 4 SECONDARY PANELS

FONT DETAILS
1. TITLE – Text Height (max 100mm; min 75mm)
2. SUB-TITLE – Text Height 50mm;
3. Optional Text – Text Height (max. 30mm; min. 20mm)
   Justification – Bottom Left

NOTES
2. Sign Face to be 1.6mm marine grade aluminium on all faces. All corners \ edges to be free of burrs
3. Sign faces to be attached using approved anti-theft screws or council approved acrylic double sided tape.
4. Apply 3M anti-graffiti clear film or Council approved equivalent to finished surface of panel
5. Ensure sign is installed vertical / plumb and sign panels are horizontal (level).
6. For single sided signs, the back of the sign and brace is to be painted in the same colour as the sign main colour.
7. All frames are to be powdercoated the same colour as the main colour on the sign face. Refer to drawing MBRC 4001 for details on colour schemes, fonts, graphics and icons.
8. Refer to project drawings for sign location and any additional works
9. All sizes are in millimetres unless otherwise noted.

OPEN SPACE SIGNAGE
LEVEL 4
GENERAL ARRANGEMENT

FRONT PANEL DETAIL

Sign face to be 10mm smaller in width and height than sign frame to reduce sharp edges

[Diagram and details of front panel dimensions and features]

FRONT ELEVATION
REAR ELEVATION (Optional)